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Maintenance
A

caution

. Always turn on the maintenance switch during maintenance

Do not allow water to get 0n the unit.

work.

This may cause electric shocks or malfunctions

. Wear rubber gloves when cleaning the unit.
Not doing so may result in injuries.
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Only use cleaning products that are labeled as safe "Safe to use on plastics".
Do not use any of the following cleaning materials.
(They may damage the surface of the unit, or cause discoloration or cracking.)
. Solvents such as thinner or benzene . Acid, alkaline or chlorine detergents
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Mold and mildew removers . Citrus-based or other plant-based detergents
Nylon scourers or abrasives . Antiseptics
Do not clean the front panel with alcohol.
(This may damage the surface of the unit, or cause discoloration or cracking.)
X 'Alcohol" means a disinfectant with an ethanol content of 83% or less.
X Be sure to dispose of any alcohol that has collected in the drain tank.
X Do not spray alcohol directly onto the unit.

Damage to the unit (such as rusting) is not covered by the warranty if the above cautions are not observed.
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When cleaning the unit, use a neutral detergent, (pH:6-8)
The exterior of the unit can be wiped with alcohol. (Excluding the front panel)
After cleaning with neutral detergent or alcohol, be sure to wipe away all remaining traces of the detergent or alcohol.
After wiping the unit clean with alcohol, be sure to dispose of any alcohol that has collected in the drain tank.

X Do not spray alcohol directly onto the unit.

. When using a chemical cloth, be sure to follow the instructions

carefully.

After cleaning, turn the

maintenance switch
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Do not turn the maintenance
switch off while hands or
other objects are inside the
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Service panel

. The blower does not turn on while cleaninq

Wipe with a well-wrung wet cloth

Front panel

.
.
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After cleaning with neutral detergent or alcohol,
be sure to wipe away all remaining traces of the
detergent or alcoho
Clean the sensor area about once a week.

1. Remove the drain
tank and air filter

2. To remove dust with...
. Tap gently by

hand

. Use a vacuum cleaner

3. Reinstall the drain tank
and air filter
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Drain tank

lf the air filter is particularly dirty, clean it with warm or cold water.
After washing the air filter with water, dry it thoroughly.

@[@l . Never dry the air filter using a heat source such as flames or a dryer.
This may damage the filter or cause fires,
. Ensure that the air filter is fitted properly.
Dirt and dust may get into the unit and shorten its working life if the air filter is out of position.

1. Remove the drain tank

2. Empty the water, and wash the lid
and drain tank.

3. Attach the lid

4. Reinstall the drain
tank

Drain tank
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Empty the drain water at least once a week before the drain water exceeds the full
line.
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Empty the drain tank regularly.
lf the drain tank is not emptied it will start to smell, and the drain water may leak onto the floor causing the
floor to become dirty.
Ensure that the drain tank is fitted properly.
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